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LCD Monitor

PVM-2551MD LMD-2451MD LMD-3250MD

Panel

LCD Panel Type OLED a-Si TFT Active Matrix LCD with anti reflection (AR) coated protection panel

Resolution 1920 x 1080 pixels (Full HD) 1920 x 1200 pixels (WUXGA) 1920 x 1080 pixels (Full HD)

Effective picture size (WxH) 543.4 x 305.6mm (21 1/2 x 12 1/8 inches) 518 x 324mm (20 1/2 x 12 7/8 inches) 698 x 393mm (27 1/2 x 15 1/2 inches)

Diagonal 623.4mm (24 5/8 inches) 609mm (24 inches) 802mm (31 5/8  inches)

Aspect 16:9 16:10 16:9

Viewing Angle 89°/89°/89°/89° (typical) (up/down/left/
right, contrast > 10:1)

178°

Input

RGB Component BNC type (x3), RGB: 0.7 Vp-p ±3 dB (Sync On Green, 0.3 Vp-p sync negative)
Component: 0.7 Vp-p ±3 dB (75% chrominance standard colour bar signal)

External Sync BNC (x1)

Y/C 4-pinMini DIN x 1 
Y:1,0Vp-p +-3dB sync negative
C: 0,286Vp-p +- 3dB (NTSC burst signal level), 0,3Vp-p +-3dB (PAL burst signal level)

Composite BNC (x1) 1,0Vp-p +-3dB, sync negative (NTSC/PAL)

SD/HD - SDI Yes (x2 with optional board) Yes (HD-SDI Board built in)

Computer input

Analogue HD-15 D-sub 15-pin (x1)
R/G/B: 0.7 Vp-p, sync positive (Sync On 
Green, 0.3 Vp-p sync negative)
Sync: TTL level (polarity free, H/V separate 
sync) Plug & Play function: corresponds to 
DDC2B

D-sub 15-pinR/G/B: 0,7Vp-p sync positive (when G channel is sync negative, the internal 
sync can be used 0,3Vp-p)

DVI-D DVI-D (x1), TMDS single link TMDS single link (x2 with optional board) TMDS single link

Output

RGB Component BNC (x3) loop through with 75Ohms automatic terminal function

Y/C Mini-DIN 4-pin (x1), Loop-through, with 75 ohms automatic terminal function

Composite BNC (x1) loop through with 75 Ohms automatic terminal function

Computer Output

DVI-D TMDS single link (x1 with optional board) —

Other

Remote Modular connector 8-pin (x1) Parallel 8pin modular 
Serial RS-232C 9-pinD-sub
serial ETHERNET RJ-45

Stand Optional SU-560
100 x 100mm VESA mount

Optional SU32FWS
200 x 400mm VESA mount
100 x 300mm VESA mount

Measurements

Dimensions W x H x D 618.4 x 376 x 102.1mm 
(24 3/8 x 14 7/8 x 4 1/8 inches)

602 x 386 x 110mm
(23 3/4 x 15 1/4 x 4 3/8 inches)

783 x 479 x 124mm
(30 7/8 x 18 7/8 x 5 inches)

Mass 8.1 kg (17 lb 14 oz) 8,7Kg (with 2 x BKM-229X installed) 13,3Kg (when 2 x BKM-229X installed)

Power

Requirements AC 100V - 240V, 50/60Hz
DC 24 V/5.0 A, 5 V/0.060 A

AC 100V - 240V, 50/60Hz
DC 24V 3,5A; DC 5V 0,03A

AC 100V - 240V, 50/60Hz
DC 24V 3,5A; DC 5V 0,06A

Consumption 135W 115W 136W

Operating conditions

Temperature 0 to 35°C (32 to 95°F) 0 to 35°C (32 to 95°F)

Humidity 30% to 85 % (no condensation)

Storage conditions

Temperature -20 to +60°C (-4 to 140°F) 

Humidity 0 to 90 % (no condensation)

Pressure 700 to 1060 hPa

Specifications for 
Image Presentation & Display

Specifications for 
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LCD Monitors for General Purpose

FWD-S47H1 FWD-S42H1

Panel

LCD Panel Type 47" 42"

Resolution 1920 x 1080 pixels, Full HD

Pixel pitch 0.54 x 0.54mm (1/46 x 1/46 inches) 0.48 x 0.48mm (1/52 x 1/52 inches)

Picture size (H/V) 1,040 x 585mm (41 x 23 1/8 inches) 930 x 523mm (36 3/4 x 20 5/8 inches)

Panel drive RGB : 8 bit + FRC (Frame Rate Control), colour number : 1.06 billion

Contrast ratio 1000:1 (typical)

Brightness 700 cd/m² (typical)

Viewing angle 178° (typical)

Response time 9 ms (typical)

Type a-Si TFT Active Matrix LCD

Colour system NTSC, PAL, PAL-M, PAL-N, NTSC4.43, PAL60

Sampling rate 13.5 to 162 MHz

Input / Output

Network port RJ45 (x1), 10BASE-T/100BASE-TX

Audio out Stereo mini jack (x1), 500 mV rms, high impedance

S-Video in Mini DIN 4-pin (x1)
Y: 1.0 Vp-p ± 2 dB, sync negative, 75 ohms terminated
C: 0.286 (NTSC)/0.3 (PAL) Vp-p ± 2 dB, sync negative, 75 ohms terminated

Video in/out BNC (x2), composite video, 1.0 Vp-p ± 2 dB, sync negative, 75 ohms, loop-through (automatic termination)

HD15 (RGB/COMPONENT)

Video in/out D-sub 15-pin (female, x2)

Audio in Stereo mini jack (x1), 500 mV rms, high impedance

DVI

DVI in DVI (x1), DVI Specification Rev. 1.0 compliant/HDMI (available by using a DVI-to-HDMI cable)

Audio in Stereo mini jack (x1), 500 mV rms, high impedance

Speaker

Speaker out (L/R) Grip connector (x4), 7W + 7W, 6 ohms

Measurements

Dimensions 1082 x 627 x 129mm (42 5/8 x 24 3/4 x 5 1/8 inches) 973 x 566 x 125mm (38 3/8 x 22 3/8 x 5 inches)

Mass Approx. 30.5 Kg (67 lb 2 oz) Approx. 25.5 Kg (56 lb 2 oz)

Power

Requirements AC 100 to 240 V, 50/60 Hz, 2.9 A (maximum)

Consumption 240 W (typical) / 320 (maximum)

Operating conditions

Temperature 0 to 35 °C (32 to 95 °F)

Storage/Transporting conditions

Temperature -10 to 40 °C (14 to 104 °F)

Humidity 20 to 90%, no condensation
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Specifications for 
Image Printing

3D LCD Monitors

LMD-2451MT LMD-4251TD

Panel

LCD Panel Type 24" 42"

Resolution 1920 x 1200 pixels (WUXGA) 1920 x 1080 pixels, Full HD

Picture size (H/V) 518.4 x 324.0mm (20 1/2 x 12 7/8 inches) 930 x 523mm (36 3/4 x 20 3/4 inches)

Aspect 16:10 16:9

Viewing angle (3D) 50° at a viewing distance more than 300mm,
crosstalk less than 7% (typical)

40° at a viewing distance more than 600mm, 
crosstalk less than 7% (typical)

Viewing angle (2D) 89°/89°/89°/89° (typical) (up/down/left/right contrast > 10:1)

Colours Approx. 16.7 million colours

Type Type a-Si TFT Active Matrix LCD with an AR-coated 
protection panel

a-Si TFT Active Matrix LCD

Input

Composite BNC (x1), 1.0 Vp-p ±3dB sync negative

Y/C Mini DIN 4-pin (x1)
Y: 1.0 Vp-p ±3dB sync negative, C: 0.286 Vp-p ±3dB (NTSC burst signal level), 0.3 Vp-p ±3dB (PAL burst signal level)

RGB, Component BNC (x3)
RGB: 0.7 Vp-p ±3dB (Sync On Green, 0.3 Vp-p sync negative)
Component: 0.7 Vp-p ±3dB (75% chrominance standard colour bar signal)

DVI-D DVI-D (x1)
TMDS single link

HD15 D-sub 15-pin (x1)
R/G/B: 0.7 Vp-p sync positive (Sync On Green, 0.3 Vp-p sync negative)
Sync: Total level (polarity free, H/V separate sync)
Plug & Play function: corresponds to DDC2B

External Sync BNC (x1)
0.3 Vp-p to 4.0 Vp-p ± bipolarity ternary or negative polarity binary

Option slot 2 slots

Parallel remote Modular connector 8-pin (x1) (Pin-assignable)

Serial remote D-sub 9-pin (RS-232C) (x1), RJ-45 modular connector (Ethernet) (x1) (10BASE-T/100BASE-TX)

Output

Composite BNC (x1), Loop-through, with 75 ohms automatic termination

Y/C Mini DIN 4-pin (x1), Loop-through, with 75 ohms automatic termination

RGB, Component BNC (x3), Loop-through, with 75 ohms automatic termination

External sync BNC (x1), Loop-through, with 75 ohms automatic termination

Audio monitor out - Phono jack (x2) (L, R)

Speaker (Built-in) - 1.0 W + 1.0 W (stereo)

Measurements

Dimensions 602.4 x 386.2 x 110mm (23 3/4 x 15 1/4 x 4 3/8 inches)
(including projections)

1027 x 616 x 130mm (40 1/2 x 24 3/8 x 5 1/8 inches)

Mass (with options) 8.8 kg (19 lb 6.4 oz) (with 2 x BKM-250TG) 23.5 kg (51 lb 13 oz) (with 2 x BKM-229X)

Power

Requirements AC IN: 100 V to 240 V, 50/60 Hz, 1.53 A to 0.58 A AC 100 V to 240 V, 50/60 Hz, 2.3 A to 1.1 A

Consumption Maximum: approx. 136 W (with 2 x BKM-229X) Maximum: approx. 230 W (with 2 x BKM-229X)

Operating conditions

Temperature 0°C to 35°C (32°F to 95°F)
Recommended: 20°C to 30°C (68°F to 86°F)

Humidity 30% to 85% (no condensation)

Storage/Transporting conditions

Temperature -20°C to +60°C (-4°F to +140°F)

Humidity 0% to 90% (no condensation)

Pressure 700 hPa to 1060 hPa
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Digital Colour Printer Colour Video Printer Digital Colour Printer

UP-25MD UP-D25MD UP-DR80MD

System

Printing system Dye sublimation thermal transfer Dye sublimation printing

Resolution Approx. 423 dpi Approx. 301 dpi

Gradations 8bit (256 levels) processing each for Yellow, Magenta, Cyan

Picture elements UP-21L/24LA: 2,100 x 1,600 dots
UP-21S/24SA: 1,600 x 1,200 dots

UP-21L/24LA: 2,132 x 1,600 dots
UP-21S/24SA: 1,600 x 1,260 dots

A4 size: UPC-R80MD: 3508 x 2470 dots

Picture area UP-21L/24LA: 126.0 x 96.0mm (5 x 3 3/4 
inches)
UP-21S/24SA: 96.0 x 72.0mm (3 3/4 x 2 7/8 
inches)

UP-21L/24LA: 127.9 x 96.0mm (5 1/8 x 3 3/4 
inches)
UP-21S/24SA: 96.0 x 75.6mm (3 3/4 x 3 
inches)

A4 size: 202 x 287mm

Tray capacity S Size tray: Max. 80 sheets L Size tray: Max 50 sheets 50 sheets

Printing time L size: max. 50 sheets
S size: max. 80 sheets

A4 size: Approx. 76 seconds

Inputs/outputs Video, S-Video, RGB, SYNC, HDTV IN/OUT 
signals 1080i/59.94i, 1080/50i (2:1
interlace) 720/59.94p, 720/50p (progressive)

Hi-Speed USB (USB 2.0)

Measurements

Dimensions 212 (W) x 98 (H) x 398 (D)mm, (8 3/8 x 3 7/8 x 15 5/8 inches) Approx. 317(W) x 207(H) x 425(D)mm
(12 1/2 (W) x 8 1/8 (H) x 16 3/4 (D) inches)

Mass 5.5 kg (12 lb 2 oz) 5.7 KG (12 LB 6 OZ) Approx. 11.5 kg (25.3 lbs)

Power

Requirements AC 100 V to 240 V, 50/60Hz

Consumption 1.7 A to 1.0 A 100 to 120 V: Max.2.8 A / 220 to 240 V: 
Max.1.2 A

Operating conditions

Temperature 5 °C to 35 °C (41 °F to 95 °F) 5 °C to 35 °C (41 °F to 95 °F)

Humidity 20% to 80% (non condensing)

Storage/Transporting conditions

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 80% (non condensing)

Other

Supplied accessories CD-ROM (1) (Printer Driver, Operating 
Instructions (PDF) 21 Languages).
Before Using this Printer (1) (21 Languages), 
Paper Tray (1), Stopper (1), Cleaning 
Cartridge (1)

CD-ROM (1) (Operating Instructions (PDF) 
21 Languages), Before Using this Printer (1) 
(21 Languages), Paper Tray (1), Stopper (1),  
Cleaning Cartridge (1), USB Cable (1)

Power Cable (1), USB cable (1), CD ROM 
(1), Paper holder (2), Cleaning ribbon (1), 
Before using ths printer (1), Software license 
agreement
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Dual Interface Black & White Printer

UP-970AD UP-990AD

System

Printing system Direct thermal printing

Resolution 325 dpi

Gradations 8-bit (256 levels) processing

Picture elements Digital: 3414 x 2560 pixels
EIA: 1280 x 508 pixels
CCIR: 1280 x 612 pixels

Throughput Approx. 8 seconds / image (in standard mode) 

Tray capacity 25m (UPP-210HD and UPP-210SE) 

Memory Digital mode: 3414 x 2560 pixels max.
Analogue mode: 6 frames (800 k x 8 bits per frame)

Inputs/outputs Digital: Hi-Speed USB (USB 2.0), Analogue: Input connector: VIDEO IN (BNC type)
EIA or CCIR composite video signals 1.0 Vp-p, 75 ohms/high-impedance (EIA/CCIR automatically discriminated), Output connector: 
VIDEO OUT (BNC type), EIA or CCIR composite video signals 0 Vp-p, 75 ohm loop-through/EE switchable, REMOTE connector: stereo 
mini jack

Measurements

Media Size Paper width of 210mm

Print size When “S:STD” is selected from “SIDE” EIA: 187 x 140mm CCIR: 187 x 138mm
When “S:SIDE” is selected from “SIDE” EIA: 249 x 188mm CCIR: 249 x 186mm

Dimensions 316 x 132.5 x 305mm (12 1/2 x 5 1/4 x 12 1/8 inches)

Mass Approx. 8 kg (17 lb 10 oz)

Power

Requirements AC 100 to 240 V, 50/60 Hz

Consumption 2.4 A to 1.3 A

Operating conditions

Temperature 5 °C to 35 °C (41 °F to 95 °F)

Humidity 20% to 80%

Storage/Transporting conditions

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 80%

Specifications for 
Image Printing

Specifications for 
Image Printing

Colour Video Printer Digital Colour Printer

UP-55MD UP-D55

System

Printing system Dye sublimation printing

Resolution Approx. 379 dpi

Gradations 8 bits (256 levels) processing each for Yellow, Magenta and Cyan

Picture elements 2528 x 1920 pixels (full screen print)

Throughput Approx. 20 seconds

Tray capacity Max. 100 sheets

Memory 8 frame memories 18 MB (two frame memories)

Control terminal Remote 1 (special mini) for optional RM-5500 (discontinued)
Remote 2 (stereo mini) for optional RM-91
RS-232C interface port (D-sub 25-pin) for external computer

Inputs/outputs Video, S-Video, RGB, SYNC Hi-Speed USB (USB 2.0)

Measurements

Media size A5 Size: 178 x 152mm (7 1/8 x 6 inches)

Dimensions Approx. 280 x 125 x 398mm (11 1/8 x 5 x 15 3/4 inches) excluding the projection parts

Mass Approx. 9 kg (19 lb 13 oz)

Power

Requirements AC 100 to 120 V, 50/60 Hz, AC 220 to 240 V, 50/60 Hz

Consumption 100 to 120 V: Max.2.8 A / 220 to 240 V: Max.1.2 A

Operating conditions

Temperature 5 °C to 35 °C (41 °F to 95 °F)

Humidity 20% to 80% (non condensing)

Storage/Transporting conditions

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 90% (non condensing)
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Black & White Video Printer Digital Black & White Printer

UP-897MD UP-D897

System     

Printing system Direct thermal printing

Resolution 325 dpi

Gradations 8-bit (256 levels) processing

Picture elements (when “SC:WD1” is selected from “SCAN”)
EIA: 1210 x 490 pixels
CCIR: 1210 x 582 pixels

4096 x 1280 pixels (max.)

Throughput When “SP:HI” is selected from “SPEED”
Approx. 2 seconds / image
(at standard setting)
When “SP:NOR” is selected from “SPEED”
Approx. 3.3 seconds / image
(at standard setting)

High-speed mode
Approx. 2 seconds / image (960 x 1280 pixels)
Normal speed
Approx. 3.3 seconds / image (960 x 1280 pixels)

Memory 10 frames (800 k x 8 bits per frame) 4096 x 1280 x 8 bit (one image at full resolution)

Inputs/outputs Input connector:
VIDEO IN (BNC type)
EIA or CCIR composite video signals
1.0 Vp-p, 75 ohms/high-impedance
(EIA/CCIR automatically discriminated)
Output connector:
VIDEO OUT (BNC type)
EIA or CCIR composite video signals
1.0 Vp-p, 75 ohm loop-through/EE switchable
REMOTE connector: stereo mini jack

Hi-Speed USB (USB 2.0)

Measurements

Media Size Paper width of 110mm

Print size (when “SC:WD1” or “SC:NOR” is selected from “SCAN”)
When “S:STD” is selected from “SIDE”
EIA: 94 x 73mm 
CCIR: 94 x 71mm
When “S:SIDE” is selected from “SIDE” 
EIA: 124 x 96mm
CCIR: 127 x 96mm

320 x 100mm (max.)
(12 5/8 x 4 inches)

Dimensions 154 x 88 x 240mm 
(6 1/6 x 3 1/2 x 9 1/2 inches)

Mass Approx. 2.6 kg (5 lb 11 oz)

Power     

Requirements AC 100 to 240 V, 50/60 Hz

Consumption 1.5 A to 0.8 A

Operating conditions     

Temperature 5 °C to 35 °C (41 °F to 95 °F)

Humidity 20% to 80%

Storage/Transporting conditions     

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 90%
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Multi-media Digital Black 
& White Printer

Multi-media Dual Interface Digital Imager

UP-D72XR UP-D74XRD

System     

Printing system Direct Thermal Printing

Resolution 300 dpi

Gradations 512 grey levels (9 bit)

Picture elements 2743 x 2320 pixels

Throughput Approx. 40 seconds

Film supply tray 1 tray

Tray capacity Paper: 100 sheets / Film: 100 sheets

Memory 16 MB

Inputs/Outputs USB connector x 1 DICOM port x 1 (RJ-45 modular jack) 
USB 2.0 connector x 1

Measurements

Print size 232.2 x 196.4mm (9 1/4 x 7 3/4 inches)

Dimensions 412 x 210 x 431mm (16 1/4 x 8 3/8 x 17 inches)

Mass Approx. 15.5 kg (34 lb 3 oz) Approx. 16kg (35 lb 3 oz)

Power

Requirements AC 100 to 240 V, 50/60 Hz

Consumption Standby: 12.6 W (actual measurement) Black printing: 190 W (actual measurement) Max: 270 W

Operating conditions

Temperature 10 °C to 30 °C (50 °F to 86 °F)

Humidity 20% to 80% (non-condensing)

Storage/Transporting conditions

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 90% (non-condensing)

Specifications for 
Image Printing
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Specifications for 
Image Printing

Direct Thermal Printing

Diagnostic Film Imagers

UP-DF550 UP-DF750

System     

Printing system Direct Thermal Printing

Resolution 320DPI 604 dpi

Gradations 12 BIT PROCESSING 14 bit processing

Picture elements 5232 x 4360 pixels (for 14 x 17 inch film) 8,256 x 9,888 pixels (for 14 x 17 inch film)

Throughput Approx. 64 sheets (per hour for 14 x 17 inch film)
Approx. 85 sheets (per hour for 8 x 10 inch film)

Approx. 75 prints (per hour for 14 x 17 inch film)
Approx. 90 prints (per hour for 8 x 10 inch film)

Film supply tray Two trays

Tray capacity 125 sheets (max.)

Maximum density UPT-517BL, UPT514BL, UPT-512BL, UPT-510BL: 3.2 UPT-M710BL, UPT-M712BL: 3.8
UPT-517BL, UPT514BL, UPT-512BL, UPT-510BL: 3.2

Inputs/outputs DICOM port x 1 (RJ-45 Modular jack)

Measurements     

Media size 354 x 430mm (14 x 17 inches), 279 x 354mm (11x 14 inches), 253 x 304mm (10 x 12 inches), 202 x 253mm (8 x 10 inches)

Dimensions 600 x 316 x 686mm (23 5/8 x 12 1/2 x 27 1/8 inches)

Mass Approx. 63 kg (138 lb 14 oz) Approx. 67 kg (147 lb 11 oz)

Power     

Requirements AC 100 TO 240 V, 50/60 HZ AC 100-120 V/ AC 200-240 V, 50/60 Hz

Consumption 4.4 TO 1.8 A 4.4 to 2.4 A

Operating conditions     

Temperature 10 °C to 30 °C (50 °F to 86 °F)

Humidity 20% to 80% (non-condensing)

Storage/Transporting conditions     

Temperature -20 °C to 60 °C (-4 °F to 140 °F)

Humidity 20% to 80% (non-condensing)

DICOM Colour Printer

UP-D77MD

System

Printing system Dye transfer sublimation thermal printing

Resolution 300dpi

Gradations over 16.7 million colours

Picture elements 3,208 x 2,400 dots

Throughput Approx. 85 seconds (A4)

Paper supply tray 1 tray

Tray capacity 72 sheets (max.)

Inputs/outputs DICOM port x 1 (RJ-45 modular jack)

Measurements

Media size A4: 210 x 297mm 

Dimensions Approx. 493.8 (W) x 176 (H) x 468.8 (D)mm / (19 1/2 (W) x 7 (H) x 18 1/2 (D) inches)

Mass Approx. 21kg (46 lb 5 oz)

Power

Requirements AC 100-240 V, 50/60 Hz

Consumption 3.0 to 1.3 A

Operating conditions

Temperature 10°C to 30°C (50°F to 86°F)

Humidity 20% to 80% (non-condensing)

Storage/Transporting conditions

Temperature  -20 °C to 60 °C

Humidity 20% to 90% (non condensing)
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